BUILDING DESCRIPTION
Building
Energy performance class
Sound insula�on

A 2 to 3 storey building with facili�es designed for hotel purposes and above-ground parking.
CB
The building oﬀers Class C acous�c performance.

Floor slabs

Pre-fabricated reinforced concrete hollow-core ﬂoor slabs with occasional monolithic
reinforced concrete strips.

Roof

Pitched roof insulated in accordance with applicable technical regula�ons for construc�on
works; covered with sheet metal panels and equipped with a rainwater system.

Envelope walls
Stairway

Brick walls (silicate bricks). Includes several types of facade ﬁnish: slate �les, sheet metal
and HPL facade panels.
Stairways with full ﬁnish.

Above-ground parking

The above-ground parking is of open space type and is constructed under every building on the
ground ﬂoor.

Water supply system

The water supply system is connected to the city water mains. Water metering: a cold water
inlet meter per each building and a cold water meter per each apartment are installed.

Video surveillance
Hea�ng
Landscaping
Fire safety

The building complex area is equipped with a video surveillance system.
Each apartment is equipped with an electric radiator system and an air-to-air
condi�oning system with a hea�ng func�on.
Landscaping is completed in accordance with the building surface plan and the
landscaping project.
The indoor spaces are equipped with ﬂame detectors connected to the main ﬁre alarm
system.

APARTMENT DESCRIPTION
Finish

Par�al ﬁnish

External walls and
internal par��on walls

External walls are plastered brick walls. Internal par��on walls are plastered brick walls
or plasterboard walls.

Windows

New windows: plas�c windows consis�ng of three panes of glass and a double insulated
glass unit with selec�ve glass.
Exis�ng windows: wooden windows consis�ng of two panes of glass and a single
insulated glass unit with selec�ve glass.

Balconies and terraces

Each apartment has a balcony or a terrace. The balcony components include a
reinforced concrete or a monolithic structure. Terraces and balconies are faced with
wooden or composite boards.

Entrance doors

Armoured mul�-layer doors with soundprooﬁng insula�on and 2 locks.

Air condi�oning

An electrical air-to-air condi�oning system with a hea�ng func�on is installed.
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Walls

Brick walls plastered with lime plaster, non-rendered walls or plasterboard walls.

Ceiling

Reinforced concrete hollow-core ﬂoor slabs, monolithic or plasterboard strips. Nonplastered and non-rendered ceiling.

Floor

Flooring is not installed.

Plumbing

Cold and hot water supply and a sewage system is piped to the projected plumbing
mains in the kitchen area. Cold and hot water supply and a sewage system is piped to
the plumbing mains room. Pipes are not installed in the rooms and they are not piped to
the projected loca�on of plumbing facili�es.

Electrical installa�on

An electrical panel with automa�c switches is assigned to each apartment and installed
in accordance with the building project. Electrical wiring is installed in the rooms based
on the building project. Input distribu�on boxes and moun�ng boxes are installed.

Mezzanine ﬂoor ﬁnish (if
any)

Mezzanine stairs are not installed. Includes skylights (if provided for in the project). No
handrails. No electrical wiring.

ATTENTION. This technical specification is preliminary and will be specified during the preparation of the work project.

